x I s s E THE CUT IS REQUIRED TO BE FREE OF
FIBER & CABLE
TECHNOLOGIESLLC w FOREIGN DEBRIS, ANY WATER REMAINING

WITHIN THE CUT IS TO BE REMOVED "DRY"
BY COMPRESSED AIR OR BY OTHER MEANS.

ANY EXCESS OF THIS MIXTURE THAT
OVERFLOWS THE CUT IS TO BE REMOVED.

APPLY SAND TO FORM A SMOOTH BEDDING
FOR THE MICRODUCT SYSTEM.

FOLLOW EXPANSION JOINT, COLD JOINT,
PANEL JOINT, OR GUTTER EDGE WHEREVER
POSSIBLE. CONSULT WITH MUNICIPAL OR
ROW AUTHORITY PRIOR TO BEGINNING
WORK. COMPLY WITH LOCAL REGULATIONS
REGARDING SAW CUT RESTORATION FOR
THIS TYPE OF SURFACE COVER.
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\\/K // THE REMAINDER OF THE CUT IS FILLED
WITH 3mm GRADE TARMAC, TO 40mm FROM
FINISHED SURFACE.

COMPACT USING WEIGHTED WHEEL OR
ADAPTED VIBRATING PLATE.

R
PROVIDE ADVANCED NOTICETO KUK FILL TO FINISHED LEVEL WITH HOT
STUCTEONE BEFORE NGNS (NN

RECOMMENDED CLEARANCE: 100 - 150mm . //>\///\\//>\//>

\4 TO AVOID CREATING A LARGE PIT
ADJACENT THE EXTERIOR MANHOLE WALL
USE A HAMMER DRILL WITH A 1" DIAMETER
6'-0" BIT TO CORE INTO THE MANHOLE. A 1"
0O.D. HDPE CONDUIT CAN BE PULLED BACK
TO THE LEVEL OF THE APPROACHING
CABLESYSTEM, OR THE CABLESYSTEM CAN
BE PULLED FROM WITHIN THE MANHOLE

( WITHOUT A CONDUIT ) AS THE BIT IS
EXTRACTED.

CONTINUE THROUGH NEW 25mm CORE IN

SURFACE INLAY FIBER IN HDPE SHEATHTO . \///\//\//\/\>
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FILL CORE HOLE WITH 1118 FUMED GROUT
OR ANY PORTLAND CEMENT BASED
NON-SHRINK GROUT 4 '

LEAVE 15m END OR PLACE INTO FOSC (SEE
CABLE PLACEMENT DESIGN DRAWINGS)
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SAWCUT DETAIL - MANHOLE CONNECTION
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DISCLAIMER

THE LOCATIONS OF UTILITIES OR STRUCTURES SHOWN ON THIS
DRAWING ARE APPROXIMATE ONLY. AXISS TECHNOLOGIES, LLC & BSE
HEREBY DISCLAIMS ANY RESPONSIBILITY TO THIRD PARTIES FOR THE
ACCURACY OF THIS INFORMATION. PERSONS PERFORMING SURFACE
INLAY WORK MUST CONTACT THE APPROPRIATE CALL-BEFORE-YOU-DIG
SYSTEM TO ASCERTAIN THE LOCATION OF UNDERGROUND UTILITIES
PRIOR TO PERFORMING ANY EXCAVATION, DRILLING, OR SAWCUTTING Certified Representative of Lite Access and the Lite Access Solution

Proprietary and Confidential
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